
Unit mains operated electronic flush plate for
urinal - Brushed stainless steel
Ref. 541058111          EAN Code. 5604815607635

Technical Information

Length: 140 mm

Width: 69 mm

Height: 140 mm

Weight: 1.30 kg

Collection: Unit

Product type: Installation and Flush Systems

Material: Stainless steel

Installation type: Exterior

Features

- With pre-set flush at 0.6Lpf

- Automatic sanitation flush every 24h if not activated

- Fixing kit, installation box and battery included

- Plate activated by TouchFree sensor

- The functions can be adjusted using the remote control (not

included)

- Recommended operating pressure - 0.5 to 8 Bar

- Pre-set action radius - 600mm

- Flush time - 6s (adjustable from 3 to 20s)

- Use a pressure reducer for pressure values higher than 8

Bar

- Power supply - 9V transformer

- Water inlet - G1/2''

Data sheet
Unit mains operated electronic flush plate for urinal

2026 © Sanindusa S.A. - The Path of Water   .   Facebook   .   Instagram   .   X (Twitter)   .   Pinterest   .   Youtube   .   Linkedin

The products presented follow SANINDUSA's internal technical specifications. Dimensions are merely indicative.

We reserve the right to make changes to improve the functionality of our products, without prior notice. 01-02-2026   1 of 2

https://sanindusa.com/en/product/unit-mains-operated-electronic-flush-plate-for-urinal?d=4633&c=7847
https://sanindusa.com/en/product/unit-mains-operated-electronic-flush-plate-for-urinal?d=4633&c=7847
https://sanindusa.com/en/product/unit-mains-operated-electronic-flush-plate-for-urinal?d=4633&c=7847
https://sanindusa.com/en/collections/unit
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/


Downloads
Cleaning Manuals

Cleaning Manual (PDF) , 

2D & 3D Files

5410581 CAD 2D (ZIP) , 5410581 CAD 3D (ZIP) , 

Technical Drawings

5410581 DT (PDF) , 

Instructions Manuals

5410581 Mounting Instructions and Maintenance (PDF) , 

Data sheet
Unit mains operated electronic flush plate for urinal

2026 © Sanindusa S.A. - The Path of Water   .   Facebook   .   Instagram   .   X (Twitter)   .   Pinterest   .   Youtube   .   Linkedin

The products presented follow SANINDUSA's internal technical specifications. Dimensions are merely indicative.

We reserve the right to make changes to improve the functionality of our products, without prior notice. 01-02-2026   2 of 2

https://sanindusa.com/file/9521
https://sanindusa.com/file/22619
https://sanindusa.com/file/23574
https://sanindusa.com/file/26327
https://sanindusa.com/file/34406
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/

