S n N I N D U S n Abattant pour cuvette Winner avec Clipoff

Abattant pour cuvette Winner avec Clipoff -
Blanc

2421100 5604815923186

Informations Techniques Caractéristiques

352 mm - Avec systeme Clipoff

438 mm - Charniére en acier inox

35 mm - Charniere incluse

2.21 kg - Avec protection antibactérienne
Winner
Mobilité réduite,Abattants
Duroplast

2025 © Sanindusa S.A. - The Path of Water . Facebook . Instagram . X (Twitter) . Pinterest . Youtube . Linkedin

Vo

30-04-2025 1de2



https://sanindusa.com/fr/produit/abattant-pour-cuvette-winner-avec-clipoff?d=9278&c=3382
https://sanindusa.com/fr/produit/abattant-pour-cuvette-winner-avec-clipoff?d=9278&c=3382
https://sanindusa.com/fr/collections/winner
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/

S n N I N D U S n Abattant pour cuvette Winner avec Clipoff

Downloads

Installer abattant avec ClipOff® et slowclose (JPG) , Clipoff abattant pour cuvette (JPG) ,

Manuel de Nettoyage (PDF) ,

24211 CAD 2D (zZIP) , 24211 _CAD 3D (ZIP) ,

Sanibold/Urb.y/Winner Tampo De Sanita Refs: 24231- 24061- 23761- (PDF) , Tampo Sanita clipoff Winner 24211 (PDF) ,

24211 DT (PDF),

2025 © Sanindusa S.A. - The Path of Water . Facebook . Instagram . X (Twitter) . Pinterest . Youtube . Linkedin

Vo

30-04-2025 2de 2



https://sanindusa.com/file/31640
https://sanindusa.com/file/31653
https://sanindusa.com/file/9521
https://sanindusa.com/file/34650
https://sanindusa.com/file/34651
https://sanindusa.com/file/24618
https://sanindusa.com/file/34647
https://sanindusa.com/file/34649
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/

