S n N I N D U S n Flussometro verticale Eco per vaso

Flussometro verticale Eco per vaso - Cromato
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Informazioni Tecniche Caratteristiche
77 mm - Scarico temporizzato
64 mm - Installazione esterna
946 mm - Tempo di scarico - 4 s
1.70 kg - Volume di scarico a 3 Bar - 6 litri per scarico
Eco
Sistemi di installazione e scarico
Ottone

Esterno
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S n N I N D U S n Flussometro verticale Eco per vaso

Download

Manuale di Pulizia (PDF) ,
5190741 CAD 2D (ZIP) , 5190741 CAD 3D (ZIP) ,

5190741 DT (PDF) ,

2026 © Sanindusa S.A. - The Path of Water . Facebook . Instagram . X (Twitter) . Pinterest . Youtube . Linkedin

11-01-2026 2di2



https://sanindusa.com/file/9521
https://sanindusa.com/file/21641
https://sanindusa.com/file/23482
https://sanindusa.com/file/25393
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/

