S n N I N D U S n Torneira temporizada Eco para urinol

Torneira temporizada Eco para urinol -
Cromado

519064111 5604815604399

=
100-125

Informacgé&o Técnica Caracteristicas
99 mm - Descarga temporizada
61 mm - Instalagéo exterior
225 mm - Possibilidade de regulagdo do volume de descarga
0.49 kg - Tempo de descarga - 10s

- Volume de descarga a 3 Bar - 2.31Lpf
Eco - Ligacéo de agua - G1/2"
Sistemas de Instalacéo e Descarga
Latdo
Encastrar
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Downloads

Manual de Limpeza (PDF) ,
5190641 CAD 2D (ZIP) , 5190641 CAD 3D (ZIP) ,
5190641 DT (PDF),

Regulacdo Caudal Agua - Torneiras Temporizadas (PDF) ,

2025 © Sanindusa S.A. - The Path of Water . Facebook . Instagram . X (Twitter) . Pinterest . Youtube . Linkedin

Vo

22-12-2025 2de 2



https://sanindusa.com/file/9521
https://sanindusa.com/file/21640
https://sanindusa.com/file/23481
https://sanindusa.com/file/25392
https://sanindusa.com/file/24913
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/

