S n N I N D U S n Vélvula termostatica Fuse

Valvula termostatica Fuse - Cromado

516152111 5604815616521

Informacé&o Técnica Caracteristicas
102 mm - Caudal de 4gua a 3 Bar - 60 I/min
38 mm - Com 2 entradas, 1 saida de agua e manipulo graduado para
115 mm regulacdo de temperatura
0.49 kg - Com filtros e valvulas anti-retorno
- Com fungéo de seguranga anti-escalddo
Componentes, Fuse - Vélvula exterior para pré-regulagdo da temperatura da agua
Torneiras - evita variagBes de temperatura inesperadas
Latdo - Entrada de agua - G1/2"

2025 © Sanindusa S.A. - The Path of Water . Facebook . Instagram . X (Twitter) . Pinterest . Youtube . Linkedin

Vo

19-12-2025 1de2



https://sanindusa.com/pt/produto/valvula-termostatica-fuse?d=4399&c=6451
https://sanindusa.com/pt/produto/valvula-termostatica-fuse?d=4399&c=6451
https://sanindusa.com/pt/colecoes/componentes-colecao
https://sanindusa.com/pt/colecoes/fuse
https://sanindusa.com
https://sanindusa.com
https://www.facebook.com/sanindusa.portugal
https://www.instagram.com/sanindusa/
https://twitter.com/sanindusa
https://www.pinterest.pt/sanindusa/
https://www.youtube.com/user/SanindusaSanitarios
https://www.pinterest.pt/sanindusa/

S n N I N D U S n Vélvula termostatica Fuse

Downloads

5161521 CAD 2D (ZIP) , 5161521 CAD 3D (ZIP) ,
5161521 (PDF) ,

5161521 DT (PDF) ,
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